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16° RAMP

EXIT POINT
FOR (2) 4" CNC (SEE NOTE 2)

INSTALL GROUND ROD TO AVOID
/_IN'\ERFER[:N(J\: WITH DUCTBANK

HANDHOLE ENTRY POINT
/FOR (2) 47 CNC (SEE NOTE 2)
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~HEAVY DUTY HANDHOLE (SPECIAL)
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/STABELIZED SUB~BASE

(2)-47 CNC, 41" RADIUS ELBOWS INTO
BOTTOM OF HANDHOLE
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/- SUB~BASE GRANULAR MATERIAL
TYPE B

DUCTBANK 5-4"" —

(TYPICAL)

SECTION A-A
SCALE: 17=1

(2)-4" CNC TO HANDHOLE
7 (veican

R s |y [RATES

90/94[2021-922PT,1-AC)  COOK 460 | 194

STA. "T0 STA.

FED. ROAD DIST. NO. 1 [ILLINOIS| FED. AID PROJECT
62693

NOTES:

1.

ALL METALLIC ELEMENTS SHALL BE GROUND
IN ACCORDANCE WITH THE NATIONAL ELECTRIC
CODE (NEC), SECTION 250, GROUNDING. METAL
COVERS AND OTHER EXPOSED CONDUCTIVE
SURFACES SHALL BE BONDED IN ACCORDANCE
WITH NEC ARTICLE 250.96 (A).

2. ENTRY POINT FOR THE 4 CNC SHALL BE ON

3
4

THE OPPOSITE SIDE OF THE HANDHOLE FROM
THE 4" CNC EXIT POINT,

. REFER TO SHEET EI-102 FOR DUCTBANK DETAILS.
. REFER TO SHEET EI-106 FOR HANDHOLE DETAILS.

(3-4" CNC BY-PASS HANDHOLE
r7v(wplcm_>

EI-110A

SECTION B-B REVISIONS

NAME

ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A. L. 90/94 (DAN RYAN EXPRESSWAY)

63rd ST TO 59th ST (FRONTAGE ROAD & RAMPS)

ENCASED CONDUIT
TO HANDHOLE DETAIL

SCALE: AS SHOWN
DATE: October 29, 2004

DRAWN BY: VG
CHECKED BY: TM™
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